
2

3

4

5

1

 2
4 

 92 

 5
7 

 3
5 

 3x 8  +0,02 

 0
 

 1
2,

5 

 1
2,

5 

 4
7,

5 

 4
7,

5 

 4
,5

  +0
,2

 
 3

6 

 112 

 1
0 

 4x M8 

6,33,21,60,80,4
Maßstab

Projektionsmethode 1

Index  Änderungsnr.        Datum   Ersteller

Norm
Gepr.
Bearb.

NameDatum

Allgemeintoleranzen
DIN ISO 2768 mK

Material

Oberfläche
Benennung

Zeichnungsnummer

Blatt

A4

Aufsatzbacke Konturspanner 77
Stahl

1.7131 (16Mn Cr5)

04.03.15 Seinemeyer

Weitergabe sowie Vervielfaeltigung dieser Unterlage, Verwertung und Mitteilung ihres Inhalts nicht gestattet, 
soweit nicht ausdrücklich zugestanden. Zuwiderhandlungen verpflichten zu Schadenersatz.
Alle Rechte fuer den Fall der Patenterteilung oder Gebrauchsmuster - Eintragung vorhanden.

1:1.5

Behandlung

49778 1/1

 3
2 

 142 

 5
7 

 4
3 

 3x 10  +0,02 

 0
 

 2
0,

5 

 2
0,

5 

 6
3,

5 

 6
3,

5 

 4
,5

  +0
,2

 
 4

7 

 160 

 1
2 

 4x M10 

6,33,21,60,80,4
Maßstab

Projektionsmethode 1

Index  Änderungsnr.        Datum   Ersteller

Norm
Gepr.
Bearb.

NameDatum

Allgemeintoleranzen
DIN ISO 2768 mK

Material

Oberfläche
Benennung

Zeichnungsnummer

Blatt

A4

Aufsatzbacke Konturspanner 125
Stahl

1.7131 (16Mn Cr5)

04.03.15 Seinemeyer

Weitergabe sowie Vervielfaeltigung dieser Unterlage, Verwertung und Mitteilung ihres Inhalts nicht gestattet, 
soweit nicht ausdrücklich zugestanden. Zuwiderhandlungen verpflichten zu Schadenersatz.
Alle Rechte fuer den Fall der Patenterteilung oder Gebrauchsmuster - Eintragung vorhanden.

1:2

Behandlung

49258 1/1

116

CONVENTIONAL WORKHOLDING

Profilo Technology
Your clamping system for all shaped parts

1  Case-hardened, double guided base jaws with keyways

2  Centring accuracy ± 0.02 mm

3  Integrated with clamping studs for precise clamping 
in the Quick•Point® zero-point clamping system

4  Add-on jaws available in steel or aluminium

5  Rigid and sturdy base - but still lightweight and handy

Mounting options

Soft add-on jaws mounted from beneath with 4 screws. Thanks to threads in the base jaws, add-on jaws can also be mounted from the 
top for better accessibility towards the screws.

Large-volume steel or aluminium add-
on jaw allows contours to be added on 
both sides of the jaws to use it for two 
different clamping applications.
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The versatile Profilo system allows you to manufacture your own, customised add-on jaws for your LANG vice.  
The drawings below show you how to machine your jaws. The drawings and 3D models can also be downloaded from our website.

Profilo 77: Profilo 125:

Self-made Profilo add-on jaws

Applications
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CONVENTIONAL WORKHOLDING PROFILO CONTOUR JAW SYSTEM

Profilo 77

P R O F I LO  7 7

ITEM NO. BASE LENGTH MAX. CLAMPING RANGE WEIGHT PRICE COMPARABLE  
PREVIOUS VERSION

49010-77 102 mm 100 mm 3.2 kg 49010

49040-77 130 mm 130 mm 3.6 kg 49040

49080-77 170 mm 170 mm 4.3 kg 49080

49120-77 210 mm 210 mm 5.0 kg 49120

± 0.02 mmmax. 70 NmØ 16 mm52 max. 14,000 N
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C E N T R E  B A S E  J AW 1 1 2  ×  4 6  M M  +  S P I N D L E  F O R  P R O F I LO  7 7

ITEM NO. SPINDLE LENGTH (+Ø) FOR PROFILO WEIGHT PRICE
COMPARABLE  

PREVIOUS VERSION

49080-TG77 175 mm (Ø 16 mm) 49080-77 0.9 kg 49080-TG

49120-TG77 215 mm (Ø 16 mm) 49120-77 1.0 kg 49120-TG

P R O F I LO  7 7  B A S E  J AW S

ITEM NO. DIMENSIONS WEIGHT UNIT PRICE
COMPARABLE  

PREVIOUS  
VERSION

49077 112 × 46 mm 1.6 kg 1 pair 49771

P R O F I LO  7 7  A D D - O N  J AW S ,  S O F T

ITEM NO. MATERIAL DIMENSIONS WEIGHT UNIT PRICE

49778 Steel (16MnCr5) 112 × 57 × 36 mm 1.8 kg 1 pc.

49779 Aluminium (F50) 112 × 57 × 36 mm 0.7 kg 1 pc.

Add-on jaws fit the new base jaw version and also the previous one.
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CONVENTIONAL WORKHOLDING PROFILO CONTOUR JAW SYSTEM

Profilo 125

P R O F I LO  1 2 5

ITEM NO. BASE LENGTH MAX. CLAMPING RANGE WEIGHT PRICE COMPARABLE  
PREVIOUS VERSION

49050-125 160 mm 155 mm 10.1 kg 49050

49100-125 210 mm 205 mm 11.9 kg 49100

49150-125 260 mm 255 mm 13.8 kg 49150

49200-125 310 mm 305 mm 15.7 kg 49200

49250-125 360 mm 355 mm 17.5 kg 49250

± 0.02 mmmax. 100 NmØ 20 mm96 max. 20,000 N
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C E N T R E  B A S E  J AW 1 6 0  ×  5 7  M M  +  S P I N D L E  F O R  P R O F I LO  1 2 5

ITEM NO. SPINDLE LENGTH (+Ø) FOR PROFILO WEIGHT PRICE
COMPARABLE  

PREVIOUS VERSION

49100-TG125 214 mm (Ø 20 mm) 49100-125 2.5 kg 49100-TG

49150-TG125 264 mm (Ø 20 mm) 49150-125 2.6 kg 49150-TG

49200-TG125 314 mm (Ø 20 mm) 49200-125 2.7 kg 49200-TG

49250-TG125 364 mm (Ø 20 mm) 49250-125 2.9 kg 49250-TG

P R O F I LO  1 2 5  B A S E  J AW S

ITEM NO. DIMENSIONS WEIGHT UNIT PRICE
COMPARABLE  

PREVIOUS  
VERSION

49125 160 × 57 mm 4.3 kg 1 pair 49251

P R O F I LO  1 2 5  A D D - O N  J AW S ,  S O F T

ITEM NO. MATERIAL DIMENSIONS WEIGHT UNIT PRICE

49258 Steel (16MnCr5) 160 × 57 × 47 mm 3.3 kg 1 pc.

49259 Aluminium (F50) 160 × 57 × 47 mm 1.2 kg 1 pc.

Add-on jaws fit the new base jaw version and also the previous one.
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