3-Jaw Air-Operated Self Contained Chuck

UB series

Built-in Pneumatic Cylinder
Large chuck best suited for pipe processing
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Hl Dimensions

Dimensions
Model Al B1 C1 D1 EIl F1 Gl

UB450K/P | 11 | 66| 66|25 |45 | RC3/8| 875
UBSBOK/P | 14| 9 | 9 |20 |45 | RC1/2| 134
UBB30K/P | 14| 9 |10 |25 45| RC1/2| 160
UB710K/P | 17 |11 |11 |33 45| RC1/2| 185

Dinensio =] R s T

Model N max. min.
UB450K/P [ 484 (212|275|373| 9-M12| 181(481(470 | 431 | 985|441(67.3|687 (165 |43| 415 |[175 [1214|1144|62|33 |265|17 | 6|20

UBBBOK/P | 626|230| 375|485| 6-M16| 275|610(595 | 556 |1135(568| 705|719 (180 |60 | 42 18 |169 [1605|65|33 |255(24 | 11140
UBB30K/P | 698|254|465|555| 9-M16| 320 | 682|669 | 629 | 1195|645|81.3 |82.7 |2095| 60 | 505 |235 195 |1865|75(33 |30 |22 | 11|14
UB710K/P | 790|252|520|620| 9-M16| 375| 770|745 | 702 | 1185|714|81.3 |82.7 |2095| 60 | 623 |26.3 |2225|2115|75/33 |30 |24 |11 |24

B Specifications

swiims Center hole dia  Gibngrangenn (8w Stroke Rluneer - Max Griping Force 1y gpeeq  WolEt With Std- Moment of inertia ~ Max pressure PACE T
mm Max. Min.

Model o e | EEmRsE mini (rp.m) Alminum iaw) kg:me MPa(kgf/cme)  Cowss (6.jket/oms>
UB450K/P 181 441 120 14 40 100 (10200) 1300 204 555 06 B.1) 483
UB5BOK/P 275 568 220 17 37 120 (12230) 1100 320 158 06 B.1) 717
UBB30K/P 320 645 225 17 37 162 (16520) 1000 480 281 06 ®B1) 927
UB710K/P 375 714 275 22 36 144 (14680) 900 550 389 06 B.1) 111

¥Maximum speed is shown with each value under air pressure of 0.6MPa. using standard soft jaw and fixed air supply ring. If the supply ring is not fixed,
each value in () is applied.
% Gripping force of a jaw is one third of max. gripping force. % Standard accessories : Soft jaw, air pressure gauge, tools of a set.

Il AVF-3-FL type manual change valve (Special accessories)
155

52
50
r==% The value is light-weight and compact and operated with the
i | push button. The simple piping can be routed when the se-
ol + 52 lector is mounted on the lathe. The valve is the exhaust cen-
& ter type and designed for exclusive UB types.
ﬁ % [ o CL(Black) UCL (Red) | Pressure O~1MPa (10.1kgf/cm?)
L +@itse [ | | —=.C102 o 2
1 60 o8 5 Proof pressure 1.5MPa (15.3kgf/cm=)
2-M8 60 NPT H B Push button operation force 4kg
Set hole 3 PE port Connection bore RC¥s
80 5-NPT%



