3-Jaw Air-Operated Self Contained Chuck

UVE..K series

l Built-in Pneumatic Cylinder

Bl Dimensional Drawings
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This is a case that standard soft jaws are used.
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Hl Dimensions
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Mode
UVE160K |250|170(230|180|160|65| 83 |137|335(29.3|205 |1
UVE200K |280|200(260 |210(185|8 | 825(141|43 |388|2025|1
UVE250K |330(250(310|260(235|8 | 87.5|151 (475(426|375 {105 | 30
UVE315K |385|315|365|315|290|8 | 905/155|64 |59.1|48 |

8 |
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UVE400K | 495|400 |475 |340|300 118 200|186 |79 |375 (165 |60 156 |71 |62 |33 |B-M16 |257|440| 40 {120 |518|485|505 104 |M16| 22
H Specifications
Foat' 0 nnil Max. Gripping Force . [ : A cosumption i

Modesuemaﬂﬂﬂs Cents;l;gledm %?nganiir: J?{gmsggr'fe Punger Stroke | GETREIS  Max. gpeea  Net \Inge!ght Momirgprfnlgema vwnmsm;kg:;"ft]»gwe Serration pitch SM?EE%T}EW
UVE160K 38 170 18 84 24 3600 (3500) 295 0.250 2.375 15 SBO6C1
UVE200K 50 200 18 84 24 3200 (2800) 38.5 0.350 2.990 15 SB10B1
UVE250K 60 250 18 9.8 28 3000 (2200) 61 0.725 4432 15 SB10B1
UVE315K 92 315 48 9.8 28 2500 (1800) 81 1.450 6.343 1.5 SB12C1
UVE400K| 120 400 90 14 40 1800 (1200)| 145 4375 10.943 3 SB15A2

¥Maximum speed is shown with each value under air pressure of 0.6MPa. using standard soft jaw and fixed air supply ring. If the supply ring is
not fixed, each value in () is applied.

% Gripping force of a jaw is one third of max. gripping force.

% Standard accessories : Soft jaw, air pressure gauge, tools of a set.

. Hard Jaw (Option accessories) . Becc_)mm_enc_ied Back pressure detection Pressure detection
air circuit dlagram PS2

Model Chucking range Hard jaw
UVE160K 120~1700 HBOBU1 o EXH2 EXH1
UVE200K 140~1800 HBO8U1 -
UVE250K 210~2250 HBO8U 1 I |23
0

UVE315K 360~3100 HB12U1 N | = 1
UVE400K 809 ~4000 HB16U2 < O e

s Hard jaw for UVE200K & 250K is same. |

sHard jaw for UVES0O0K size or more is manufactured |
under prearrangement. [




