Large Power Chuck for Vertical Lathes

NV series

Low maintenance Power Chuck for
Vertical Lathes Sealed Base Jaw to
prevent Swarf and Coolant ingress

@®Protection against Swarf
and Coolant
Protector and Scraper at
Base Jaw prevent Swarf and
Coolant ingress.

@Standard Jaw
NV series is compatible with
standard Hard and Soft
Jaws as sealing is at the
Base Jaw.
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B Dimensions :xN\V15&18 are based on Fig.1. NV21~40 are based on Fig.2.
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NV36C15|914|167 |380 |8575| 46
NV40C15 1000|167 | 380 |2%775| 46

3302(3302| — |6:M24| 29 | 60 |125.0|117.0|24950/2750| 91 | 66 | 65 |25.0| 55 [M30
3302(3302| — |6:M24]| 29 | 60 |125.0]117.0|28250/27.50) 91 | 56 | 65 |25.0| 55 [M30
3 The above dimensions are for mounting back plate of 15-nose. The back plate of 1

60 |3M12| 74 |180
60 |3M12| 74 |180
-nose can also be mounted.

A B F max. min. max. min. u
NV15C15 | 381|172 380 |2575| 62 | 6 |2350|3302| — |6-M24| 26 | 43 | 775| 69.5| 4875/2325| 91 | 56 | 50 |26.5| 55 [M30| 5 | 60 |6M20| 64 | 135
NV18C15 | 450|172 | 380 |%756| 62 | 6 |2350(3302| — (6:M24| 26 | 43 |1080(100.0| 48752325 91 | 56 | 50 |25.5| 55 |[M30| 5 | 60 |[6M0| 64 [135
NV21C15| 530|167 380 |2575| 46 | 6 |3302|3302| — |6-M24| 35 | 60 | 86.0| 78.0| 9350|2750| 91 | 56 | 65 [25.0| 55 [M30| 6 | 60 |3M12| 74 | 180
NV24C15| 610|167 380 |%756| 46 | 6 |3302(3302| — [6:M24| 29 | B0 |125.0(117.0| 9350(2750| 91 | 56 | 65 |25.0| 55 |[M30| 6 | 60 [3MI2| 74 [180
NV28C15| 700|167 |380 |2575| 46 | 6 |3302|3302| — |6-M24| 29 | 60 |125.0|117.0{14150|2750| 91 | 56 | 65 |25.0| 55 |[M30| 6 | 60 |3M12| 74 | 180
NV32C15| 800|167 |380 |%7%| 46 | 6 |3302(3302| — [6:M24| 29 | B0 |125.0(117.0/18950(2750| 91 | 56 | 65 |25.0| 55 |[M30| 6 | 60 [3MI2| 74 |180
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H Specifications

vosel (TR ometas SRS BT B e oS Lo e L e Str opy noce e
NV15C15| 381| 72 16 35 82(8362) |247(25187)| 2900 139 2700 | Y2035R |3.2(32.6) | SB15NI Ae-15
NV18C15| 450|133 16 35 82(8362) |247(25187)| 2600 166 4.100 | Y203BR |3.2(326) | SBI15NI Ae—15
NV21C15| 530| 62 16 35 82(8362) |272(27736)| 1800 227 7600 | Y2035R | 3.2(326) | SB18A2 Ae-15
NV24C15| 610|152 16 35 82(8362) |272(27736)| 1700 282 12800 | Y2035R | 3.2(326) | SB18A2 Ae—15
NV28C15| 700|152 16 35 82(8362) |272(27736)| 1200 360 21900 | Y2035R | 3.2(32.6) | SB18A2 Ae-15
NVv32C15 | 800|152 16 35 82(8362) |272(27736)| 1100 472 37200 | Y2035R | 32(32.6) | SB1B8A2 Ae—15
NV36C15| 914|152 16 35 82(8362) |272(27736)| 1000 594 62400 | Y2035R | 3.2(32.6) | SB18A2 Ae-15
NV40C15 |1000| 152 16 35 82(8362) |272(27736) 800 738 91500 | Y2035R | 3.2(32.6) | SB18A2 Ae—15

@ % The above specifications are for mounting back plate of 15-nose. The back plate of 11-nose can also be mounted



