DHF Fixed Length Series Power Collet Chucks H

®|  DHF...

Standard Features

* Fixed collet position ensures no part movement.

» Removable fixed stop in chuck bore,

« High accuracy - ideal for second operation.

* Requires collet changing device,

» Compatible with quick change collet clamping heads.
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Specifications DHF65-A5 DHF65-A6 DHF65-A8 DHF80-A8
Gripping Range - Max mm 65 65 65 80
Round Min mm 4 4 4 5.5
Collet Increment mm 0.5 0.5 0.5 0.5
Sleeve Stroke mm 4.5 4.5 4.5 4.5
Max Input Force kN 45 45 45 53
Max Gripping Force kN 105 105 105 96
Max Speed (r.p.m.) min™t 6000 6000 6000 5000
Net Weight kg 12 12 12 35
Matching Cylinder S1875 S1875 S1875 S2091
Collet / Clamping Head DC-65 DC-65 DC-65 DC-80
Dimensions DHF65-A5 DHF65-A6 DHF65-A8 DHF80-A8
Mount A2-5 A2-6 A2-8 A2-8

A 162 162 162 175

B 125 125 125 137

© 210 210 210 239

D 60 60 60 49

E Max M70 x2 M85 x 2 M85 x 2 M100 x 2
F 79 92 92 105

G Max 42.5 42.5 42.5 48.25
G Min 38 38 38 43.75

Collet Chuck Series



