UVE..K series

3-Jaw Air-Operated Self Contained Chuck

J Built-in Pneumatic Cylinder

Bl Dimensional Drawings
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#When chuck is used in vertical position contact Kitagawa.

H Dimensions
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#Each curve shows air pressure 0.6MPa (B.1kgf/cm?).
This is a case that standard soft jaws are used.
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Speed : min-’
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UVET60K [250(170|230 (180|160(65| 83 |137|335(29.3|1925(1025| 25 | 765|385| 40 |225| 6-M10 138|206 | 24 | 38 |273|240|260| 6 | 71 |M10| 14
UVE200K [280(200|260 (210|185(8 | 825|141|43 [388|2025(1125{30 110 |43 |40 |225| 6-M10 [150(230| 24 | 50 |302|275|288| 6 | 69 |M10| 16
UVE250K |330(250|310|260|235|8 | 87.5|151|475|426|3975(1275{ 30 {110 |43 |40 |225|6-M10 [175(280| 28 | 60 |350({320|336| 6 | 74 |M12| 16
UVEB15K |385|315|365|315|290|8 | 90.5|195|64 |59.1|4625(1475/ 38 [129 |51 |50 |225|6-M10 [206|335|28 | 92 |410(380|395| 8 | 77 |[MI2| 18
UVE400K |495|400|475|340|300|8 [118 |200(86 |79 |375 [165 |60 |156 |71 |62 |33 |6-M16 |2567|440|40 |120 |518|485|505| 8 [104 [MI6| 22

H Specifications

MUdeSuecmwﬂnns Cent::% ';31'8 dia G’\r/ig]igg rani(/el .mnm -J?l\j/i\; msg{'g_l;e PungerSirke M:Z« Gripping F%rc]e Maxr.nﬁ?eed Net &Vgeight Mnmirg P:rjgmia Sg/lfﬁ%f:)ll}gw ngDnﬁ;r’,S;a?:%‘ﬁf%%ssure Serration pitch
UVE160K 38 170 18 8.4 24 450 (4588) | 3600 (3500) 295 0.250 SBO6C1 2.375 15
UVE200K 50 200 18 8.4 24 540 (5506) | 3200 (2800) 38.5 0.350 SB10B1 2.990 1.5
UVE250K 60 250 18 9.8 28 900 (9177)|3000 (2200) 61.0 0.725 SB10B1 4432 15
UVE315K 92 315 48 9.8 28 111.0(11318) | 2500 (1800) 81.0 1.450 SB12C1 6.343 15
UVE400K| 120 400 90 14 40 2100(21413)]1800(1200)| 145.0 4.375 SB15A2 10.943 3

¥Maximum speed is shown with each value under air pressure of 0.6MPa. using standard soft jaw and fixed air supply ring. If the supply ring is

not fixed, each value in ( ) is applied.
%Gripping force of a jaw is one third of max. gripping force.
% Standard accessories : Soft jaw, air pressure gauge, tools of a set.
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Back pressure detection

Pressure detection

M Hard Jaw (option accessories) Il Recommended
air circuit diagram
Model Chucking range Hard jaw
UVE160K ®12~0170 HBOBU 1 Air unit
UVE200K ®14~d180 HBO8U 1
UVE250K ®21~0225 HBO8U 1
UVE315K ®36~0310 HB12U1 IN ’g]
UVE400K ®80~v400 HB16U2 > & \_ﬂ >

sHard jaw for UVE200K & 250K is same.
sHard jaw for UVEB0O0K size or more is manufactured
under prearrangement.
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